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INSTALL, USE, MAINTAIN & FABRICATE

Roll Up Flyscreen Pleated / Plessi Flyscreen Hinged Flyscreen Fixed Flyscreen



www.rolli-intl.com

FIX, USE, MAINTAIN AND  FABRICATE

Rolli Products are available in all RAL colors. In 

addition a wide range of Kyner coated colors 

and Wooden colors with grains & designs are also 

available to match your frame and wall 

environment. 

All components are manufactured to the highest 

standard. Rolli is providing a wide range of 

Manual & Motorized Retractable Fly Screens with 

Radio Frequency Remote control operation.

The screens are made of fiber glass mesh with an 

effective fire retardant PVC coating.

The durable brush seals run through the side rails 

and the bottom locking rail to ensure maximum 

protection.

The bottom angle ensures perfect horizontal 

locking to prevent any intrusion.

Rolli Fly Screens easily slide down when needed, 

and easier to release them in to their protective 

head box.
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Rolli products are an ecological defense against all kind of insects/intruders and 

protect your family by creating an effective barrier between man and the environment.

Rolli products are ergonomically designed.

Rolli products are known for their ease of operation and their esthetic elegance that 

enhances the outlook of your home.

Rolli products are individually packed with 

EASY TO UNDERSTAND, STEP – BY – STEP DO IT YOURSELF
Installation and operating instructions.

Rolli is the easiest, safest and cleanest way to keep your home and work place free from 

unwanted intruders.

Bottom Rail
Ergonomics, easy locking

Fiber Glass Mesh
PVC Coated
Fire Retardant

50mm & 68mm

2x2mm
Mesh Hole Distance Fabrics

Multi Shades
Different Colors
Textures
Durable Materials

Side Rail
Multiple
Locking System

BLINDS

FLY SCREENS

PATENTED LOCKING SYSTEMS

FEATURES & BENEFITS
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MODEL V50-SQR
V50-SQR is a roll-up fly mesh for vertical use only. The unit can be manufactured to your measurements with a maximum Width 
of 1400mm and a maximum Height of 2000mm.

ADVANTAGE 
The unit is designed for: EASY TO INSTALL, EASY TO USE AND EASY TO MAINTAIN.
The shrink wrap pack includes complete material needed for installation. Each pack is clearly marked with identification and 
measurement specifications. The standard unit can be easily shortened as required. No screws or installation part are visible. 
Fly mesh is stored and protected in the head box if not in use.

MATERIAL 
All material used in the manufacturing process are in accordance to their relevant standards.
Aluminum: ALLOY AA6063 in accordance to BS: 1474; DIN: 17615 Part-2.
Powder Coating: UV resistance RAL color, in accordance to BS: 6496: ISO: 2360
Fiber Glass Mesh PVC coated: Fire retardant, in accordance to ASTM D 5035
Plastic Parts: Nylon 06 in accordance to ASTM D1044 (Color Black or White)

COLOR 
Rolli products are available in all RAL colors in addition wide range of wood color with grains. Design are also available match 
your frame and wall environment.

ORDERING 
Measurement should be given as indicated overleaf. Include model TYPE, your identification numbers and the details of accesso-
ries (Handles and Colors)

INSTALLATION 
In each pack complete installation instructions are included which should be followed. However, fixing can vary on a case to case 
basis. (Frame to frame) 

ROLL UP - FLYMESH

FOR VERTICAL USE ONLY

TECHNICAL SPECIFICATIONS

MODEL V50-SQR

Head Box with Shaft Side Rail Bottom Angle Bottom Rail with Clip
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SERVICE 

We can advise you on the section of our products suitable to your requirements and guidance on installation. However, the actual installation is a factor over which 

we have no control. We assume no responsibility and give no warranty for the finished work, either expressed or implied.

NOTE 

Owing to the technical nature of our products, we reserve the right to make changes without prior notice to specifications as well as to installation instructions. 

Therefore, we strongly advise our customers always to have our latest up-to-date information.

MEASURING INSTRUCTIONS 
IN ACCORDANCE TO WINDOW OPENING

MODEL V50-SQR

TECHNICAL SPECIFICATIONS

Roll Up - Flymesh -Vertical 
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PLEATED FLYSCREEN / PLESSI

TECHNICAL SPECIFICATIONS

Pleated Flyscreen

Pleated Flyscreen
is a retractable fly mesh for Horizontal use only. The pleated flymesh can be manufactured to your requirements with the follow-
ing maximum measurement: Single Sided 1500 Width(mm) 3000 Height(mm), Double Sided 4000 Width(mm) 3000 Height(mm).

ADVANTAGE 
The unit is designed for: EASY TO FIX, EASY TO USE AND EASY TO MAINTAIN.
The shrink wrap pack includes complete material needed for installation. Each pack is clearly marked with identification and 
measurement specifications. The standard unit can be easily shortened as required. No screws or installation part are visible. Fly 
mesh is stored and protected in the head box if not in use.

MATERIAL 
All material used in the manufacturing process are in accordance to their relevant standards.
Aluminum: ALLOY AA6063 in accordance to BS: 1474; DIN: 17615 Part-2.
Powder Coating: UV resistance RAL color, in accordance to BS: 6496: ISO: 2360
Polyester Pleated mesh PVC coated: In accordance to ASTM D 5035
Plastic Parts: Nylon 06 in accordance to ASTM D1044 (Color Black or White)

COLOR 
Rolli products are available in all RAL colors in addition wide range of wood color with grains. Design are also available match 
your frame and wall environment.

ORDERING 
Measurement should be given as indicated overleaf. Include model TYPE, your identification numbers and the details of accesso-
ries (Handles and Colors)

INSTALLATION 
In each pack complete installation instructions are included which should be followed. However, fixing can vary on a case to case 
basis. (Frame to frame) 

SINGLE/DOUBLE-SIDED FLYMESH WITH BOTTOM GUIDE RAIL FIXED TO THE OPENING FRAME
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FOR HORIZONTAL USE ONLY



TECHNICAL SPECIFICATIONS

MODEL V51

SERVICE 

We can advise you on the section of our products suitable to your requirements and guidance on installation. However, the actual installation is a factor over which 

we have no control. We assume no responsibility and give no warranty for the finished work, either expressed or implied.

NOTE 

Owing to the technical nature of our products, we reserve the right to make changes without prior notice to specifications as well as to installation instructions. 

Therefore, we strongly advise our customers always to have our latest up-to-date information.

MEASURING INSTRUCTIONS 
IN ACCORDANCE TO DOOR OPENING

Roll Up - Flymesh -Vertical 

PLEATED
FLYSCREEN

36



ROLL UP - FLYMESH

TECHNICAL SPECIFICATIONS

MODEL  V68

MOTORIZED WITH REMOTE CONTROL OPERATION

FOR VERTICAL USE ONLY

MODEL V68 
V68 is a roll-up fly mesh for vertical use only. The unit can be manufactured according to your measurements with a maximum 
Width of 3000mmX3500mm

ADVANTAGE 
The unit is designed for: EASY TO FIX, EASY TO USE AND EASY TO MAINTAIN.
The shrink wrap pack includes complete material needed for installation. Each pack is clearly marked with identification and 
measurement specifications. Our unique “clip on system” ensures quick and simple installation. The standard unit can be easily 
shortened as required. No screws or installation part are visible. Fly mesh is stored and protected in the head box if not in use.

MATERIAL 
All material used in the manufacturing process are in accordance to their relevant standards.
Aluminum: ALLOY AA6063 in accordance to BS: 1474; DIN: 17615 Part-2.
Powder Coating: UV resistance RAL color, in accordance to BS: 6496: ISO: 2360
Fiber Glass Mesh PVC coated: Fire retardant, in accordance to ASTM D 5035
Plastic Parts: Nylon 66 in accordance to ASTM D1044 (Color Black or White)

COLOR 
Rolli products are available in all RAL colors in addition wide range of wood color with grains. Design are also available match 
your frame and wall environment.

MOTOR SPEC
DC=DC 24 Volts I = 0.8 Amp   Model: Sonesse 30 RTS 433
N = 28 rpm  Motor width 28mm/30mm Brand: Somfy (Made in France)

ORDERING 
Measurement should be given as indicated overleaf. Include model TYPE, your identification numbers and the details of accesso-
ries (Handles and Colors). For special application a sketch should be provided.

INSTALLATION 
In each pack complete installation instructions are included which should be followed. However, fixing can vary on a case to case 
basis. (Frame to frame) 

Somfy Motors



TECHNICAL SPECIFICATIONS

MODEL V51

SERVICE 

We can advise you on the section of our products suitable to your requirements and guidance on installation. However, the actual installation is a factor over which 

we have no control. We assume no responsibility and give no warranty for the finished work, either expressed or implied.

NOTE 

Owing to the technical nature of our products, we reserve the right to make changes without prior notice to specifications as well as to installation instructions. 

Therefore, we strongly advise our customers always to have our latest up-to-date information.

MEASURING INSTRUCTIONS 
IN ACCORDANCE TO WINDOW OPENING

Roll Up - Flymesh -Vertical 

MODEL 
V68



HINGED - FLYSCREEN

TECHNICAL SPECIFICATIONS

HINGED FLYSCREEN

HINGED FLYSCREEN 
is for windows and doors. The unit can be manufactured according to your measurements with a maximum Width of 1300mm X 
2500mm

ADVANTAGE 
The unit is designed for: EASY TO FIX, EASY TO USE AND EASY TO MAINTAIN.
The shrink wrap pack includes complete material needed for installation. Each pack is clearly marked with identification and 
measurement specifications. The standard unit can be easily shortened as required. No screws or installation part are visible. 

MATERIAL 
All material used in the manufacturing process are in accordance to their relevant standards.
Aluminum: ALLOY AA6063 in accordance to BS: 1474; DIN: 17615 Part-2.
Powder Coating: UV resistance RAL color, in accordance to BS: 6496: ISO: 2360
Fiber Glass Mesh PVC coated: Fire retardant, in accordance to ASTM D 5035
Plastic Parts: Nylon 06 in accordance to ASTM D1044 (Color Black or White)

COLOR 
Rolli products are available in all RAL colors in addition wide range of wood color with grains. Design are also available match 
your frame and wall environment.

ORDERING 
Measurement should be given as indicated overleaf. Include model TYPE, your identification numbers and the details of accesso-
ries (Handles and Colors). For special application a sketch should be provided.

INSTALLATION 
In each pack complete installation instructions are included which should be followed. However, fixing can vary on a case to case 
basis. (Frame to frame) 

25 mm

17 mm



ROLLI FIXED CLIP-ON FLYSCREEN

TECHNICAL SPECIFICATIONS

FIXED FLYSCREEN

FIXED FLYSCREEN 
is a clip on system which can be removed easily and re-fixed in any kind of window’s frame. The unit can be manufactured accord-
ing to your required measurements. 

ADVANTAGE 
The unit is designed for: EASY TO INSTALL, EASY TO USE AND EASY TO MAINTAIN.
The shrink wrap pack includes complete material needed for installation. Each pack is clearly marked with identification and 
measurement specifications. The standard unit can be easily shortened as required. No screws or installation part are visible. 

MATERIAL 
All material used in the manufacturing process are in accordance to their relevant standards.
Aluminum: ALLOY AA6063 in accordance to BS: 1474; DIN: 17615 Part-2.
Powder Coating: UV resistance RAL color, in accordance to BS: 6496: ISO: 2360
Fiber Glass Mesh PVC coated: Fire retardant, in accordance to ASTM D 5035
Plastic Parts: Nylon 06 in accordance to ASTM D1044 (Color Black or White)

COLOR 
Rolli products are available in all RAL colors in addition wide range of wood color with grains. Design are also available match 
your frame and wall environment.

ORDERING 
Measurement should be given as indicated overleaf. Include model TYPE, your identification numbers and the details of accesso-
ries (Handles and Colors). For special application a sketch should be provided.

INSTALLATION 
In each pack complete installation instructions are included which should be followed. However, fixing can vary on a case to case 
basis. (Frame to frame) 

19 mm

25 mm

13 mm

13 mm



ROLL-UP FLYSCREEN / 
VERTICAL SYSTEM FLYSCREEN
V50 Square Flyscreens

1
5.8m

Head box assembled
with fiberglass mesh, 
shaft & bottom rail

2
5.8m

Side rail with weather 
strips

3
5.8m

Bottom angle

4
Pc

Accessories packet

9
5.8m

Bottom rail clip 
aluminium profile

10
5.8m

Head box cover 
Spring nipple bush
protection pipe

11
Pc

Head box cover with 
bush and hydraulic
 brake

12
Pc

Hydraulic brake 

13

Head box cover 
Left Side

Pc
14
Pc

Head box cover 
Right Side

15
Pc

SQ Corner

16
Pc

Rolli Tassel

5
5.8m

Head box aluminium 
profile

6
5.8m

Shaft aluminium profile

7
5.8m

Side rail aluminium 
Profile 

8
5.8m

Bottom rail aluminium 
Profile

21
Pc

SQ 
Shaft catch bush

22
Pc

SQ
Shaft catch nipple

23
Pc

Double side tissue tape
10 mm x 50 meters
20 mm x 50 meters

24
Pc

Self-tapping screw
4.2 x 25 mm

17
Pc

Round Handle 

18
Pc

Pulling nipple

19
Pc

Screw cap

20
Pc

Self drilling screw
3.9 x 38 mm

25
500 mm

Weather strip

26
Roll

Weather strip
5.8 x 10 mm

27
Roll

Weather Strip
5.8 x 4mm

28
Roll

Draw String 
2.5 mm x 100 yards



PLEATED / PLESSI  FLYSCREEN

HINGED  FLYSCREEN

1
5.8m

Pleated bottom rail

2
5.8m

Pleated width profile

3
5.8m

Pleated height profile

4
5.8m

Magnet holder 
aluminium profile

9
Pc

Pleated flyscreen button

10
Pc

Pleated flyscreen
stopper

11
Pc

Pleated flyscreen eyelet

5
30 M

Pleated polyester mesh
2 m, 2.1 m, 2.2 m, 
2.4 m, 2.5 m, 2.7 m, 3 m

6
Pc

Pleated flyscreen roller

7
Pc

Pleated flyscreen
adjuster

8
Pc

Pleated flyscreen 
corner

1
5.8m

Hinged flyscreen 
aluminium profile

2
Pc

Hing (male and female)

3
Pc

Hinged flyscreen lock
(male and female)

4
Pc

Hinged Flyscreen 
corner

5
Pc

Hinged flyscreen handle

6
Roll

Gasket 

7
Roll

Fiberglass mesh 

FIXED CLIP-ON FLYSCREEN
1
5.8m

Aluminium profile

2
Pc

Fixed flyscreen corner

3
Pc

Metal clip for fixed 
flyscreen

4
Roll

Fiberglass mesh 

5
Roll

Gasket

12
Roll

Nylon thread for pleated
flyscreen
0.8 mm x 1000 meter 

16
Roll

Plastic strip
16 mm and 19 mm

13
Roll

Magnet strip 
50 meters

14
Pc

Self drilling screw
3.9 x 38 mm

15
Pc

Screw cap
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www.rolli-intl.com
rolli@rolli-intl.com

ROLLI INTERNATIONAL L.L.C

Rolli International is a UAE German joint venture company which manufactures a wide 
range of quality roll up fly screens, blinds and a variety of window accessories.

Rolli products are designed by specialized German engineers who work in collaboration 
with the renowned Binghalib Engineering a UAE. Based company with ISO 9001 and TUV 
(Germany) certified. Binghalib Engineering has been in operation since 1981 and prides 
itself on it ’s quality and service.

Rolli products are designed and manufactured to the highest standards to ensure 
functional reliability and user comfort. The basic materials are sourced worldwide to fulfill the 
required international standards of ISO, DIN and BS.

Rolli “Fly Screens” are beautifully designed for aesthetic appeal and ease of use. They 
provide full protection from unwanted flying and crawling insects.

Rolli “Blinds” are available in a variety of colors to match your décor. They are U.V 
protected from strong sunlight and ensure privacy for the occupants.

Rolli guide you to fabricate the Fly Screens & Blinds in very economical way with our Rolli 6 
Meters Kit. 

Rolli’s Team is committed to quality because we believe that:

ONLY QUALITY HAS A FUTURE

COMPANY PROFILE


